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We‘re All in One
[OEM + DISPLAY + PANEL PC + TOUCH]

Canvys – Visual Technology Solutions

27”

27” 4K Naked-Eye 3D Medical Display
Wider 3D Visuals with Advanced Eye-Tracking –  
No Glasses Required

Platform for  
Custom Display Solutions

Format: 16:9Advanced Eye-Tracking 
System

Video Interface: 
3G-SDI , 12G-SDI

98 % DCI-P3

Naked-Eye 3D Display 
True 3D Spatial Visualization 

No Glasses Required

High Brightness 850 cd/m² and 
High Contrast Ratio 2000:1

4K Panel 
with AHVA Technology

Rear view with stand base and eye-tracking systemFront view without stand base and eye-tracking system



Technical Specifications
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We‘re All in One
[OEM + DISPLAY + PANEL PC + TOUCH]

Canvys North America:
www.canvys.com ▪ info@canvys.com
Tel.: 800.235.2125

Canvys Europe:
www.canvys.de ▪ info-europe@canvys.com
Tel.: +49 - 771 - 8300 - 0

© 2025 Canvys – Visual Technology Solutions  ▪  A Division of Richardson Electronics   
All rights reserved. All trademarks acknowledged. Specifications are subject to change without notice.
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27”

27” 4K Naked-Eye 3D Medical Display
Wider 3D Visuals with Advanced Eye-Tracking –  
No Glasses Required

DC 5 V / 1 A out RS232 Ground Bolt

USB LAN DVI in DVI out HDMI in DP in DP in VGA in DP out RS 232 DC 24 V in Power 
on/off

Front view with eye-tracking module on topRear view with eye-tracking module on topSide view

3G-23G-3 3G-1 12G/3G-0 3G-SDI in
12G-SDI (4K/HD) in

12G-SDI out 3G-SDI out

Size 27” / 68.6 cm

Panel Technology AHVA

Aspect Ratio 16:9

Resolution 3840 × 2160 / 4K UHD

Pixel Pitch 0.15525 × 0.15525 mm

Active Area (H × V) 596.2 × 335.3 mm

Brightness 850 cd/m² typ.

Contrast Ratio 2000:1 typ.

Viewing Angle (H × V) 178° / 178°

Display Colors 1.07 B, 10-bits

Response Time 22 ms (On/Off)

Housing (Color) Plastic (white – RAL9003)

VESA Mounting 100 × 100 mm | 100 × 200 mm

Dimensions (W × H × D)
663.5 × 444.3 × 82.0 mm

26.1 × 17.5 × 3.2 in

Weight approx. 7.5 kg approx. 16.5 lbs

Temperature Operating 0 °C ~ +40 °C +32 °F ~ +104 °F

Temperature Storage -20 °C ~ +60 °C -4 °F ~ +140 °F

3D Parameter

Technology Lenticular lens, fixed

User Single user

3D Viewing Angle 20° / 20° / 20° / 20° (U/D/L/R)

Eye-tracking module Embedded camera with advanced algorithms to track coordinates in real time and dynamically optimize 3D output

Distance for 3D 50 – 85 cm 19.7 – 33.5 inch

Misc.
AR+AS coating with True Flat Front; Color Gamut: Native: 110 % NTSC, 98 % DCI-P3; Calibrated: BT.709, BT.2020;

1) 2× Display Port (v. 1.2) plus Display Port output as Loop Through for HDMI & Display Port or Daisy-Chaining Display Port
2) 12G-SDI und 3G-SDI, in and out (Loop-Through), (12G-SDI Single-Link oder 3G-Quad-Link)

Customizing / OEM We are experts in custom displays. Please ask our sales representative for your specific solution.

Model / Type 27” 4K Naked-Eye 3D Medical Display

Input
1× 12G-SDI in (trough 4× 3G-SDI)2), 1× 

3G-SDI in2), 1× DVI-D (HDMI 1.4), 1× HDMI 
(2.0), 2× DP (1.2A)1), 1× VGA

Output
1× 12G-SDI2), 1× 3G-SDI2), 1× DVI-D (HDMI 

1.4), 1× DP (DP and HDMI clone)1)

Calibration / Firmware 1× USB-B, 2× RS232, 1× LAN (RJ45)

Power Output Monitor DC out 5 V / 1 A

Power Supply 24 V DC, mini DIM 4-pin DC in

Power Consumption On: < 150 W, Standby: < 40 W

Safety
UL/cUL+CB (ANSI/AAMI ES60601-1,  

CAN/CSA-C22.2 NO. 60601-1:14,  
IEC/EN 60601-1 ed. 3.2)

EMC / Environment
CE (EN60601-1: ed. 3.2,  

EN60601-1-2:2015, ed. 4.1),  
FCC-B, WEEE, RoHS, REACH

Display Parameter


